
Expansion vessels

Reflex S

	Z For solar, heating and cooling systems

	Z With threaded connection

	Z Up to 33 litres with fixing bracket, 
from 50 litres with feet

	Z For anti-freeze additives with a concentration  
of 25 to 50 %

	Z Non-replaceable bladder up to 33 litres,  
non-replaceable diaphragm 50–600 litres

	Z Permissible operating temperature: 70 °C

	Z Approved in accordance with pressure  
equipment guidelines 2014/68/EU

	Z Long-lasting epoxy resin coating

	Z With ex-works pressurised gas chamber

	Z Max. permissible system temperature 120 °C
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Model Product no. VPE Colour Ø D 
[mm]

Height H 
[mm]

Height H 
[mm]

Connection 
A

Inlet  
pressure 

[bar]

Weight 
[kg]

10 bar
70 °C

S 2 8707700 280 grey 132 260 - G 3/4" 0.5 1.0
S 8 9702600 96 white 206 332 - G 3/4" 1.5 1.8
S 8 8703900 96 grey 206 332 - G 3/4" 1.5 1.8
S 12 9702700 60 white 280 300 - G 3/4" 1.5 2.5
S 12 8704000 60 grey 280 300 - G 3/4" 1.5 2.5
S 18 9702800 56 white 280 409 - G 3/4" 1.5 3.5
S 18 8704100 56 grey 280 409 - G 3/4" 1.5 3.5
S 25 9702900 42 white 280 518 - G 3/4" 1.5 3.8
S 25 8704200 42 grey 280 518 - G 3/4" 1.5 3.8
S 33 9706300 24 white 354 455 - G 3/4" 1.5 6.3
S 33 8706200 24 grey 354 455 - G 3/4" 1.5 6.3
S 50 8209500 20 grey 415 469 158 R 3/4" 3.0 9.5
S 80 8210300 12 grey 486 562 166 R 1" 3.0 12.1
S 100 8210500 10 grey 486 667 165 R 1" 3.0 14.2
S 140 8211500 6 grey 486 886 172 R 1" 3.0 17.4
S 200 8213400 - grey 640 758 205 R 1" 3.0 35.6
S 250 8214400 - grey 640 888 205 R 1" 3.0 40.8
S 300 8215400 - grey 640 1,092 235 R 1" 3.0 47.0
S 400 8219000 - grey 746 1,102 245 R 1" 3.0 61.0
S 500 8219100 - grey 746 1,321 245 R 1" 3.0 72.0
S 600 8219200 - grey 746 1,559 245 R 1" 3.0 87.0

S 2–33 litres S 50–250 litres S 300–600 litres
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